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Technische Daten POKER 1900 POKER 1900 

Förderband side by side up-down

Art.-Nr. 1390013 1390041

Anschluss 400 V  3P + PE / 90 A 400 V  3P + PE / 90 A

Absaugung 360 m³/h
Ø 200 mm

360 m³/h
Ø 200 mm

Max. Temperatur 200 °C 200 °C

Leistung 57 kW 57 kW

Breite Förderband 2 x 950 mm 1900 mm

Länge Fördersystem 4000 mm 4000 mm

Durchsatz pro/Std* 960 Stück 960 Stück 

Größe mm (LxBxH)** 6100x2200 x2250 6100x2200 x2250

Versandgewicht - 2500 kg

Dryer Poker 1900

POKER 1900

Max Temperature: 200°C

Drying Area: 4000x1900 mm

 Water-based Digital Ink – A4 print 
size on T-shirt – Data may change according to 
fabric material, drying area size and ink curing 
requirements.

FEATURES

 

also displayed.

safety and the maintenance for extended working periods.
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Dryer Poker 1900

FEATURES AND ADVANTAGES

• , the massive advantage of 

medium-long drying process.

• In the heat chamber the temperature is uniform and constant on both sides and the center, 

•  results in a cooler workplace and cool to the 

• The returning belt conveyor
the belt conveyor below works at lower temperatures of about 10-15°C: this improves curing 

risk.

• The double belt conveyor 

or garment need.

• 

ended.

single belt conveyor

double belt conveyor
side by side

double returning
belt conveyor


